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ApplicAtions

The HEPA kit is intended to be used for the following 
applications:
• MIG-MAG/GMAW welding
• TIG welding
• FCAW welding
• stick/MMAW welding

specificAtions

 � physical dimensions and properties
Material box sheet metal
Colour black RAL 9005 

(gloss level 85%)
Weight (net) 33 kg (72.8 lbs)
Filter surface area 34 m2 (366 ft2)

 � performance
Filter class HEPA 12 according to NEN EN 

1822
 � product combinations

DraftMax Basic downdraft table with 
disposable filter

DraftMax Advance downdraft table with manual 
self-cleaning filter

DraftMax Ultra downdraft table with 
automatic self-cleaning filter

 � scope of supply
HEPA filter box - Adjusting feet (2) - Spare bolts M6 (4) - 
Draught strip

 � order information
Article number 0040000010
Number/package 1

 � shipping data
Gross weight 34,5 kg (76.1 lbs)
Packing dimensions 730 x 780 x 310 mm

(28.7 x 30.7 x 12.2 in.)
Harmonized Tariff Code 8421.39.2090
Country of origin the Netherlands
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A 750 29.5
B 705 27.8
C 674 26.5
D 615 24.2
E 580 22.8
F 650 25.6
G 253 10.0

 
      

Product type HepA kit

Article no. 0040000010

Product category options and accessories

Version 020312/C

Always check the latest version on www.plymovent.com.

HepA kit for downdrAft tAble
The HEPA kit consists of a filter housing with a HEPA filter to be 
mounted on the outlet of the downdraft table. 
It concerns a final filter, especially suitable for chrom VI welding 
processes. It is supplied with two adjusting feet.
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